AAA Chimney Corp
dba 1 Hour Chimney

Call us: 888-NJCHIMNEY or 1-888-652-4466

Your safety is our business!
Thermocrete Ceramic Flue Sealant
For Commercial Applications,
Historic Homes and Fireplaces

Thermocrete Ceramic Flue Sealant is the most reliable solution for chimney restoration and chimney repair.

The Thermocrete process coats the inside of the chimney from top to bottom with a highly durable ceramic sealant. It is cost effective and ideal for use in commercial applications serving gas and oil, and also Historic Homes and Fireplaces.

Thermocrete coating seals all holes and cracks, strengthens the chimney, and increases efficiency without downsizing the flue significantly.

Thermocrete vs Stainless Steel Liner

**Thermocrete**
- Size of existing flue Reduced by 5% only
- No need to open walls
- No need to brake tiles
- Minimal disruption
- Repairs fire damage and deterioration
- Ideal for Antique Restoration
- Ideal for Commercial Stacks
- Commercial boiler can be turn on by the end of the working day.

**Stainless Steel:**
- Significant reduction of the flue (up to 35 %)
- Structure of the chimney may be damaged while opening the chimney wall to connect to the existing breaching
- Commercial boilers can not be turned on for days (until the work is completed)
BEFORE/COMMERCIAL

These sectional clay liners clearly show deterioration. Large areas of the inside surface have chipped off.

AFTER/COMMERCIAL

Ceramic Flue Sealant (CFS) is applied.

BEFORE/RESIDENTIAL

These sectional clay liners clearly show deterioration. Large areas of the inside surface have chipped off.

AFTER/RESIDENTIAL

Ceramic Flue Sealant (CFS) is applied.